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emote Control Eguipment:

Push tram if possible, don't wait until fault is rectified
1 any peak conditions.

Question tram driver as to defect, and what he has done toactify same, then draw your own conclusions.

LFETY PRECAUTIONS:

At all times before removing the controller cover to inspect
9 make any adjustment or repairs, the reverse key must be in the
)
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ssession of the Charge Hands. Place the linebreaker switch to theff" position, and rotate the controller handle through all notches
power.

?cing in Controller:
Place linebreaker switch in "off" position, open the controller

nd check fingers for light contact or misalignment with the segment.

If motors have been cut out and tram is immobile return them
q the normal position.
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Care must be taken to ensure that the Driver has not placedl the motors in the cut out position and if the tram is reported slow
e that the separate earth blade is in the closed position.

Z Power:

Renew the fuse and make certain that it is tight in the clips
LED attempt to drive tram by operating the controller by cutting each
>tch slowly to the lst parallel notch. If tram moves, instruct driver
> proceed and arrange to have tram changed over at the nearest depot.

power is obtained on the lst parallel notch and the linebreaker opens
re to overload, place linebreaker switch to the "off" position open the»ntroller and list LS1 finger off contact with the segment, close>ntrol1er replace linebreaker switch to "on" position and a two motor
~ed will be obtained in the parallel notches. Arrange to changeover
~am at the nearest depot (probable fault a defective LS1 or JR unit 9interlock).
- power any notch on the Controller:

Renew the fuse in linebreaker switch, then cut each notch
.ow1y, if the fuse blows, don't cut off the controller, but place the
nebreaker switch to the "off" position, remove controller cover, and
serve which controller finger was last to make contact, lift it clear
segment, place controller in the "off" position, change blown fuselinebreaker switch, drive tram if O.K. Arrange to have tram changeder at the nearest depot (probable fault, a burnt out unit coil).
at a terminus open main knife switch then carry out the above

ocedure, after fault has been cleared replace knife switch to normal.
QE: If the fuse blows on the first notch - Lift LS1 finger offntact with the controller drum and power will not be obtained untilrallel notches are cut.
after carrying out the above procedure, the linebreaker blows on§_lst notch -
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Place linebreaker switch to the "off" position removentroller cover examine tripping switch finger block and the contactsulation piece for carbon tracking, attempt to clear carbon track,
ange linebreaker fuse, and attempt to drive tram. If O.K. arrange
change over at the nearest depot. If the fuse still blows, off

ad passengers and push with the following tram.


